
14 STATION ROAD, EAST BOLDON, NE36 0LD

VARIOUS

PROPOSED PLANS, ELEVATIONS & SECTIONS

MAY 2016A1 C

DEMOLITION OF EXISTING SINGLE STOREY SIDE
EXTENSION. PARTIAL RE-BUILD OF EXISTING SINGLE
STOREY REAR EXTENSION

EXISTING DRAINAGE

PROPOSED FOUL DRAINAGE

PROPOSED SURFACE
WATER DRAINAGE

DETECTORS TO POSITIONS SHOWN
PROVIDE MAINS OPERATED SMOKE

AS INDICATED THUS -

DENOTES EXTRACTOR FANS IN WALL AND
CEILING.

EXISTING GROUND FLOOR IS A SUSPENDED
TIMBER FLOOR (MAIN DWELLING) &
CONCRETE SLAB (UTILITY)

SD

EXISTING DRAINAGE TO BE ABANDONED

STRUCTURE:- ALL EXISTING FOUNDS &
LINTELS TAKING INCREASED LOADS ARE TO
BE EXPOSED AND UPGRADED IF
NECESSARY.

DRAWING TO BE READ IN CONJUNCTION WITH
SEPARATE SPECIFICATION NOTES

PROPOSED GROUND FLOOR PLAN
SCALE 1:50
OPTION B

PROPOSED FIRST FLOOR PLAN
SCALE 1:50
OPTION A
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EXISTING CAVITY WALL TO
BE INCREASED IN HEIGHT
DUE TO INCREASE OF
EAVES HEIGHT

NEW CAVITY WALL

CAREFULLY TAKE DOWN
EXISTING SINGLE STOREY
LEAN-TO STRUCTURES TO SIDE
OF DWELLING. MAKE GOOD
TO HARD LANDSCAPING

REMOVE WINDOW & LINTEL, INCREASE
OPENING WIDTH, INSTALL SEPARATE
INNER & OUTER LEAF LINTELS WITH

CAVITY TRAYS & WEEP HOLES ABOVE
& FIT NEW BI-FOLD DOORS
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L2 L3

L5

L6

L4

BLOCK UP
DOORWAY

BLOCK UP
DOORWAY

EXISTING CEILING TAKEN
DOWN IN DOTTED AREA

AND RE-INSTATED TO SAME
HEIGHT AS FORMER DINING

ROOM (NEW KITCHEN)

FLOOR HEIGHT RAISED
BY APPROX 300mm TO
MATCH HEIGHT IN
KITCHEN/DINING ROOM

KITCHEN /
DINING

NEW
RWP

RAISED DECK

NEW FITTED KITCHEN DESIGN
TO CLIENT'S REQUIREMENT

CHIMNEY BREAST
ALTERED TO

PROVIDE SPACE
FOR FREESTANDING

RANGE COOKER

WASHER
SPACE

TUMBLE
DRYER
SPACE
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EXISTING BEAM (ASSUMED) AT WORST-CASE
HEIGHT OF 2800 ABOVE FFL. TO BE ENCASED
IN 2no LAYERS OF PLASTERBOARD TO
PROVIDE min 30MINS FIRE RESISTANCE

B
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STEP 1

STEP 2

STEP 3
STEP 4

STEP 5

STEP 6

A
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STUB STACK

EXISTING DRAINAGE IS SHOWN INDICATIVELY AS
I.C. COVERS COULD NOT BE LIFTED DURING SURVEY

NEW I.C.

EXISTING EXTERNAL WALL IS
ASSUMED TO HAVE NO
CAVITY OR INSULATION.
MECHANICALLY FIX
INSULATED PLASTERBOARD
TO INNER FACE OF EXISTING
WALLS

BLOCK-UP EXISTING
DOORWAY. RAISE EXISTING
FLOOR LEVEL TO HATCHED
AREA

STORE

HOT WATER CYLINDER &
SYSTEM BOILER TO BE
RE-LOCATED INTO STORE

RAISE EXISTING FLOOR LEVEL
TO DOTTED AREA TO MATCH

FLOOR LEVEL IN KITCHEN

NEW FENCING TO
BE INSTALLED TO
HEIGHT OF 1.8m
ABOVE DECKING
LEVEL.
FENCING TO
FOLLOW SLOPE
DOWN AT STEPS
THUS MAINTAINING
1.8m HEIGHT.
EXISTING FENCING
RETAINED AFTER
STEPS
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REFER TO EXISTING & PROPOSED
SITE PLANS FOR DETAILS OF ALL

BOUNDARY TREATMENTS
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BATHROOM

LANDING

1100 x 800
SHOWER

TRAY

RE-HANG
DOORTO SWING
AGAINST WALL
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ENSUITE

RELOCATE HOT WATER
CYLINDER TO GROUND

FLOOR LOCATION. STORE
CUP'D REMOVED & ALL
FINISHES MADE GOOD.

INDICATIVE DRAINAGE ROUTE
SHOWN TO EXTERNAL SVP
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15°

OVER-FASCIA
VENTILATION AT EAVES

OF 25,000mm²/m
(GLIDEVALE FV250 OR

SIMILAR) L4

EXISTING CAVITY
WALL & FOUNDATION

(ASSUMED)

EXISTING CAVITY
WALL & FOUNDATION

(ASSUMED)

EXISTING CONCRETE FLOOR SLAB
(THICKNESS & SUBSTRATE LAYERS

UNKNOWN)

EXISTING CONCRETE STEPS
TO REMAIN IN-SITU

UTILITYWET
ROOM

EXISTING CAVITY TO BE
FULLY INSULATED IF NO
INSULATION IS PRESENT

EXISTING DPC LEVEL
(ASSUMED)

EXISTING FLOOR LEVEL RAISED APPROX
300mm TO MATCH MAIN DWELLING

(REFER TO SPEC NOTES)

KITCHEN /
DINING

EXISTING CEILING TAKEN
DOWN AND RE-INSTATED TO
SAME HEIGHT AS OTHER
GROUND FLOOR ROOMS
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NEW CAST STONE CILL
TO MATCH SIZE AND
PROFILE OF EXSTING
CILLS

EXISTING CAVITY
WALL & FOUNDATION

(ASSUMED)

HALL

BEDROOM LANDING

INSTALL ABUTMENT
VENTILATION FLASHING KIT
(GLIDEVALE MR50 OR SIMILAR)
& LAP WITH CAVITY TRAY

OVER-RAFTER
VENTILATOR TRAYS

200 x 50mm SW (C16)
PURLIN TO PROVIDE
INTERMEDIATE SUPPORT
TO JACK RAFTERS

BLOCK UP
EXISTING
DOORWAY

20
89

RIGID INSULATION BETWEEN RAFTERS
& INSULATED PLASTERBOARD BELOW
RAFTERS TO FORM SLOPED CEILING.
REFER TO SPEC NOTES

PROPOSED SECTION B-B
SCALE 1:50

PROPOSED FRONT ELEVATION
SCALE 1:100

PROPOSED REAR ELEVATION
SCALE 1:100

PROPOSED SIDE ELEVATION (1)
SCALE 1:100

PROPOSED SIDE ELEVATION (2)/ SECTION A-A
SCALE 1:100

AREA ABOVE DPC TO RECEIVE
MONOCOUCHE RENDER FINISH

NEW MASONRY TO EXTEND
EXISTING CAVITY WALLS

NEW / ENLRAGED OPENINGS
FORMED FOR INSTALLATION
OF BI-FOLD DOOR SETS

NEW CODE 4 LEAD
FLASHING & CAVITY
TRAYS AT ABUTMENT

NEW CAST STONE CILL
FINISHED WHITE TO
MATCH EXISTING CILLS

LINTELS & STRUCTURAL SUPPORT
(AS PER STRUCTURAL ENGINEERS CALCULATIONS:-

 L1 = NAYLOR S4 100 x 100 CONCRETE LINTEL
or 127 x 76 (13) UB

 L2 & L3 (INNER LEAF) =  min 178 x 102 (19) UB
 L2 & L3 (OUTER LEAF) =  BIRTLEY SUPERGALV LA TYPE LINTEL

(CHECK WITH LINTEL MANUFACTURER FOR SUITABILITY)
 L4 = BY INSPECTION USE BIRTLEY SB100 HD OR SIMILAR
 L5 = 203 x 102 (23) UB
 L6 = 127 x 76 (13) UB
 L7 = IF REQUIRED, USE BIRTLEY SB100 HD OR SIMILAR

BUILDER MUST REFER TO STRUCTURAL ENGINEERS CALCULATIONS
DOCUMENT FOR FURTHER DETAILS ON EACH BEAM AND PADSTONES

REV A - ISSUED FOR PLANNING APPLICATION & BUILDING REGS
              APPLICATION (MAY 2016)
REV B - BEAM / LINTEL SIZES ADDED (JULY 2016)
REV C - ALTERATIONS TO DECKING, BI-FOLD DOOR OPENINGS,
              W.C, CYLINDER STORE CUPBOARDS, REMOVAL OF 1no
               ENSUITE, DRAINAGE ALTERATIONS (AUG 2016)

L3

27
60 GROUND FLOOR

FIRST FLOOR

INSTALL U.B. OVER DOOR OPENINGS WITH
FLAT PLATE WELDED TO BOTTOM FLANGE
TO SUPPORT OUTER LEAF.
AS STRUCTURAL ENG's DESIGN

1.8m HIGH FENCING TO
BOUNDARY BETWEEN
DWELLINGS. FENCING TO SLOPE
DOWN AT STEPS THUS
MAINTAINING 1.8m HEIGHT
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