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Feature Details
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Vares

Existing reiling to be retained

Existng comniong Eo be retained.

Indill gap betawesn pheaood and cornioe with
high modulus siicane sealant

12mm Phywood board or 12mm cement
board if fire rating required.

p——— Sstud wall fiaing.

11%mm plasterboard o each side of TOs"C”
Britizh gypoum metal shuds (Metal shuds

required due b0 existing storey! celing
helghis).

1dmm Flywood board or 12mm cement
baoard if fire rating required

Stud wall fixing.

Existing original skirting to be retained.

Irfil gap bebsesn plyaoad and sdring weh
Fégh modulus siSoone sealant.

Please MNate

Hewd Walls

All new walls toabut ofginal cormices and ongina
skirting boards are o be soribed around the profie of
the ariginal and fixed in place swuch that the partition
wiall could be remowed without any damage being
doneio the cormice ar skKrtng-

Removal of Driginal Partithon Walls

The general prindple is to remove ar alter as few of the
ariginal partition walls as possible. Where this is
necessany to form warkable spaces and far functional
rearsons, this |5 o be carried out in a sensithe way that
mindmizes any colabersl damage io Bie surrocundang
wall anea

‘Walls (Intersected by walls to be removed)

Existing parithon wals which have approval to be
remowed should be carefully removed by hamd in
arder ta mitigate demaliticn damage o exsting walls
which Biey mbersect. Where the exisbng wall &= locally
damaged it shall be made good tomatch e existng.

Floorboards

Existing partition walls which have approval ta be
remiowed should be carefully removed by hand in
arder to mitigate demolition damage to the edsting
flpar

Main Ceilings
Existing partition walls which hawe approval to be

remowed should be carefully removed by hamd in
arder to miigate demolticn damage to the existing
ceibngs. Where the cefing = locally damaged ®=nall
oe made good to match the existing.

Do not scale from this drawing. Only figured dimensions are to be taken from
this drawing.

Contractor must verify all dimensions on site before commencing any work or
shop drawings.

Report any discrepancies to the architect before commencing work. If this
drawing exceed the quantities taken in anyway the architects are to be informed
before the work is initiated.

Work within the current Construction (Design & Management) Regulations is not
to start until a Health and Safety Plan has been produced.

This drawing is copyright and must not be reproduced without consent of
Edwards Architecture Ltd.
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